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PRODUCT DATA

340TL Asphalt Adhesion Preventer (Formerly BEAN•e•doo® T-Lube)

Biodegradable: 
Meets or exceeds ASTM standards

Precautions: 
Dispose of waste according to local regulations. Remember to properly 
dispose of rags to prevent the possibility of combustion. Used rags should 
always be stored in UL listed (or equivalent approved) covered containers. 
Avoid eye contact. Gloves are recommended for sensitive skin. 

Warnings: 
Causes mild skin irritation. Causes eye irritation. May be harmful if swallowed. 
Keep out of reach of children.

Flash Point: 
Space for flash point if needed 

pH Level: 
(specific pH here) pH of 1/10 wt/wt solution in soft water

VOC (Volatile Organic Compounds): 
<2.3%, .06 lb/g, 20 g/l, California and OTC Compliant

Ingredients: Soy Oil, Proprietary Surfactant Blend

PO Box 5565
Bloomington IL 61702

NON-EMERGENCY
Call: 800.538.5069
www.franmar.com
CHEMICAL EMERGENCY:
Spill, Leak, Fire, Exposure, or Accident
Call CHEMTREC Day or Night
USA and Canada: 800.242.9300
CCN717946 or +1 703.527.3887
(Collect Calls Accepted)

Application: 
Use 340TL Asphalt Adhesion Preventer full strength. 
Spray a light coating of 340TL on the rubber surface to prevent 
sticking of asphalts. Reapply as needed.

Clean Up:
Spray with water to rinse rubber surface of all residues when 
needed.

Usage Tips from the Pros: 
• For frequent use, a commercial pump up sprayer with 
 chemical resistant seals is recommended.
• Do not let 340TL puddle on asphalt surfaces or materials.

BLUE BEAR® 340TL prevents aggravating, ugly asphalt tire tracks and footprints on sidewalks and bridge decks. 
When put on tires and shoes, 340TL keeps asphalt from sticking.


